FASTITE® 2000™

THREAD-ROLLING FASTENERS FOR SHEET METAL

Fastite® 2000™ fasteners feature a thread-forming design created to deliver cost-effective and optimum joint
performance in sheet metal applications as thin as 0.7mm (.028 in.) This unique design employs many of the design
innovations for high-performance thread-rolling fasteners featured in Taptite 2000° fasteners.

FEATURES AND BENEFITS

TRILOBULAR™
body

Specifications tapered thread undercut
root adjacent
Thread Style Radius Profile™ thread with tci head head

twin-lead helix angle

Head Styles Hex flange undercut head

Drive Systems  All styles available; TORX PLUS®
Drive System recommended

RADIUS PROFILE™
Point Style Blunt CA point blunt CA point thread

Materials Low carbon steel, medium
carbon steel, alloy steel,
stainless steel

Finishes Will accept all typical fastener
finishes




FASTITE® 2000™

THREAD-ROLLING FASTENERS FOR SHEET METAL

Dimensional Data

head style and drive system
per customer’s requirements
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ScrewSize | Max.__ | Min.__ | Max | Min__| Max P Ref
Metric Sizes (mm) Material Thickness: 0.70mm - 1.60mm
MR 2.0 x.0.40 2.01 1.93 1.97 1.88 1.00 1.80 1.48-1.61 1.35-1.48
MR 2.5 x 0.45 2.52 243 2.48 2.37 1.30 2.03 1.92-2.06 1.77-1.92
MR3.0 x 0.50 3.02 293 2.97 2.87 1.70 2.25 235-2.51 2.19-235
MR 3.5 x 0.60 3.52 3.42 3.46 3.35 1.90 2.70 2.72-2.92 2.53-2.72
MR 4.0 x 0.7 4.02 3.92 3.95 3.83 2.20 3.15 3.09-3.32 2.86 - 3.09
MR 5.0 x 0.80 5.02 491 4.94 4.81 2.90 3.60 3.96-4.22 3.70-3.96
MR 6.0 x 1.00 6.03 5.90 5.93 5.78 3.40 4.50 4.70-5.03 4.38-4.70
MR 8.0 x 1.25 8.03 7.87 7.91 7.71 4.80 5.63 6.38-6.78 5.97-6.38
Inch Sizes (in.) Material Thickness: .028" - .063"
2-56 0.0880 0.0840 0.0862 0.0818 0.040 0.080 .063 -.069 .057 - .063
3-48 0.1010 0.0970 0.0989 0.9444 0.045 0.094 .072-.079 .065 -.072
4-40 0.1138 0.1098 0.1113 0.1067 0.047 0.113 .080 -.088 .071-.080
5-40 0.1268 0.1228 0.1243 0.1197 0.060 0.113 .093-.101 .084 - .093
6-32 0.1413 0.1353 0.1382 0.1314 0.057 0.141 .097 -.108 .087 -.097
8-32 0.1674 0.1614 0.1643 0.1575 0.083 0.141 .123-.134 113-.123
10-24 0.1934 0.1874 0.1892 0.1822 0.082 0.188 136 -.149 122-.136
10-32 0.1936 0.1876 0.1905 0.1837 0.109 0.141 .149 - .160 .139-.149
12-24 0.2194 0.2134 0.2152 0.2082 0.108 0.188 .162-.175 .148-162
1/4-20 0.2534 0.2474 0.2484 0.2411 0.120 0.225 .185-.201 .169-.185

* Recommended hole size shown is the range of hole sizes and does not imply hole tolerance. Hole tolerance is customary allowance to process used.

Industry Applications

Appliances

Metal Buildings

Automotive Sub-assemblies (Tier 1 Suppliers)

Installation Systems
Fastite®2000™ fasteners are installed with standard handtools and automated systems available through Textron Fastening Systems, or
systems already in use in your assembly process.
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